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Abstract 
In previous studies, we showed that subbituminous coals treated with CO and water 
in the presence of a base (NaOH, Na,CO,) at mild temperatures (300 OC) produced an 
improved liquefaction feed material. In this reaction coal undergoes significant 
structural modification as observed by the increased THF and pyridine solubility, lower 
oxygen content and higher atomic H/C ratio relative to  the raw coal. In this paper, we 
discuss the impact of the water-gas-shift (WGS) reaction on the coal reaction. Strong 
correlations were found over a wide range of reaction conditions between THF solubility 
of the pretreated coal and both CO conversion and amount of hydrogen consumed. The 
effect of various sodium and ammonium salts on the reaction is discussed. 

Introduction 
Fischer and Schrader,’ pioneered the liquefaction of coal with CO and water. Appell 
and Wender’ in the late 60’s revived interest in this approach as an alternative method 
for directly producing hydrogen in the liquefaction reactor. This led to  the CoSteam 
process for liquefying low rank coals. Since then, the application of CO and water for 
liquefying various materials and the effect of added catalysts on these reactions have 
been widely ~ t u d i e d . ~  The addition of a strong base t o  this system significantly 
improves the conversion of coal to  liquid  product^.^ In recent years, CO and water has 
been used to  treat coal to  enhancing its conversion during liquefaction and improve the 
product mix.6.6 This treatment results in chemically and structurally modifying the coal 
to produce an improved feed material. 

The chemistry of the WGS reaction and the intermediates involved in the reaction are 
complex. Various mechanisms and intermediates have been proposed for coal 
conversion using CO and Recently, Horvath et  al.’ provided evidence for the 
formation of formate ion at liquefaction temperature when they reacted coal with CO 
and water at 400 “C in a specially fitted 13C NMR spectrometer. At significantly lower 
temperatures (200 OC and below), King e t  al.”showed that CO reacts rapidly with KOH 
to quantitatively form potassium formate. They showed that the production of 
hydrogen from the WGS reaction at these temperatures is catalyzed by the addition of 
a catalyst precursor such as Mo(CO),. In the absence of a suitable catalyst, the 
formate ion is relatively stable up to 300 ‘C.” Above 300 “C formate decomposes 
mainly to  CO and H, and partially undergoes dehydration to  form CO. From the 
l i t e ra t~ re ,~ .~ ,~? t  is evident that the success of liquefaction with CO and water has been 
attributed to the intervention of the formate ion. In this paper we present results to 
show the effect of the WGS reaction on the reaction of coal with CO and water at 
rather mild temperatures at or below 320OC. 

Experimental 
- Wyodak coal from the Black Thunder (BT) mine in Wright, Wyoming, was 

ground to  -200 mesh, riffled and stored in tightly sealed containers. Ultimate analyses 
was as follows: carbon, 73.9%; hydrogen, 5.2%; nitrogen, 1.3%; sulfur, 0.6%; 
oxygen, 19.0%0 (by difference). Ash content on a dry basis was 6.12 wt%. All 
results are expressed as weight percent, moisture and ash-free coal (maf). 
Reaction Conditions - Experiments were conducted in a 25 ml micro-reactor by adding, 
per gram of maf coal, up to 3 g of water and 0.06 to  1 .O mmol of promoter salt (NaOH, 
Na,CO,, NaCI, NH4N03). The reactor was pressurized with CO (300-800 psig) and 
heated to 250 to 320°C a fluidized sandbath. The reactor was agitated at  a rate of 400 
cycles/min for periods between 30 min to two  hours, and then rapidly quenched to 
room temperature. Gaseous products were collected and analyzed by gas 
chromatography. Solid and liquid products were recovered from the reactor using 
distilled water, filtered, and dried. Water-insoluble materials were separated by 
extracting with THF in a Soxhlet thimble for 18 hours and drying overnight at 80 OC at 
16 kPa. The THF solubles were concentrated by removing excess THF. A 50:l excess 
volume Of pentane was added and the pentane insoluble material was filtered and dried. 
Only a very small amount of pentane soluble material was recovered which represented 
only a small proportion of the overall products, particularly when high CO pressures 
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were used.6 In coal reactions with a promoter and in the absence of CO or at low co 
Pressures (400 psig and below), soluble humic acids were recovered from the aqueous 
phase by precipitating the colloidal material with HCI (pH 1-21 followed by 
centrifugation and drying. The acidified aqueous layer was further extracted with ether. 
Total mass recovery, on a maf basis, was typically 90% or better at or below 300 "C 
and between 80-85% at 320°C. THF solubility of the solid products after pretreatment 
is defined as the proportion of material soluble in THF plus any humic acids, if present. 

Results and Discussion 
Water-Gas-Shift Reaction. Total COX recoveries from coal treatment runs with CO were 
typically greater than 98% and included unreacted CO, gaseous and dissolved CO,, and 
formate ion present in the aqueous phase. For those reactions to  which NaOH was 
added. the concentration of dissolved formate, which was based upon the equivalents 
of Na present, accounted for 4% of the total CO feed. No correction was made when 
any of the other salts were used in these reactions. Dissolved CO, in the aqueous 
phase, calculated at ambient temperature following Henry's law, accounted for only 1 % 
of the total CO feed. CO conversions increased with temperature, with the maximum 
conversion of 34% being observed at 350 'C, which was equivalent to  conversion of 
7.5 mmol of CO per gram maf coal feed. 

For a 20% conversion of CO, the theoretical amount of hydrogen produced from that 
portion of the CO that was converted to  CO, via the WGS reaction was equivalent to 
4.5 mmol/g maf coal. Addition of a promoter increases CO conversion significantly, but 
these values are low relative to the thermodynamic equilibrium value. Recovery 
efficiencies of H, were quantitative when coal was absent but decreased sharply in the 
presenceof coal. The missing H? presumably was incorporated into the treated product 
and is reported as H, consumption in mg H,/g maf coal. 

Conversions of CO in aqueous solutions containing up to  2 mmol NaOH per 45 mmol 
CO were determined over a temperature range from 250 to  350 "C for a one hour 
reaction period (see Table 1 ). In the absence of NaOH, only 1 % of the CO is converted. 
In the presence of NaOH, conversions increased steadily with temperature. Doubling 
the reaction time from one hour to 2 hours increased conversion by about 25% at 300 
"C. However, under no circumstances were CO conversions equal to those that were 
reported previously for similar reaction conditions ( -80%)  attained in this study.8 

In the presence of coal at 300 OC, 10% CO was converted in 1 hour (see Table 2). 
This level of conversion was significantly greater than the 1 % observed in the absence 
of coal. When both NaOH and coal were present, 20% of the CO was converted which 
equalled that observed in aqueous NaOH in the absence of coal. The increase observed 
with coal, but in the absence of base, suggests that the cationic component in the coal 
may be acting as a weak promoter. This increase is still much less than observed with 
added NaOH, since coal added to caustic solution gave no additional CO conversion. 
The data indicate that reaction time is a strong dependent variable for converting CO. 
Conversion progressively increased over a period from 30 to  90 min from 12 to 23%, 
as shown in Table 3. Other salts also promote the WGS reaction. CO conversions in 
the presence of coal at 300 "C with added sodium carbonate, bicarbonate and chloride 
were 17. 21 and 16%. respectively. Since CO conversion occurs equally well in the 
presence of sodium chloride, obviously a basic system is not necessary for initiating CO 
conversion. Ammonium nitrate appears not to be a significant promoter for CO 
conversion, possibly because it decomposes at approximately 250 O C .  

Coal Reaction. Treating Wyodak coal in COINaOHIwater at 300 O C  results in a 8 to  13 
wt% decrease in the amount of solid material, as shown in Table 3. In the absence of 
CO or at lower CO pressures. a small amount of humic acids are also found in addition 
to a trace of ether soluble material. Only trace quantities of hydrocarbon gases are 
produced during the treatment. The major part of the decrease in weight is due to 
elimination of water and carbon oxides. The sizable increase in THF solubility of the 
treated material both in THF and pyridine indicates that significant modification has 
occurred to the coal structure. The solubility behavior of this THF material indicates it 
is almost completely pentane insoluble. Although the presence of NaOH is not 
necessary for achieving a reasonably high THF solubility in the water-insoluble product, 
there is improvement when it is present. However, the absence of CO has a much 
more dramatic affect on the reaction. The solubility in THF of the water-insoluble 
material obtained from hydrothermally treating the coal at 320°C in the absence of CO 
was only 11 %. The water-insoluble material from the hydrothermal treatment in the 
presence of added NaOH at 320 "C was 9% soluble in THF. In the case of the NaOH 
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treatment 4 w t% humic acids and 1 wt% ether solubles were formed. 

The amount of hydrogen that could not be accounted for in the material balances from 
these various CO treatments is presumably consumed by the water-insoluble product. 
The amount increased with increasing reaction time as well as temperature. For 
reaction periods from 30  to  90 min, the level of hydrogen incorporation in the product 
ranged from approximately 0.4 w t% up to 0.7 wt%, which is consistent with increases 
reported previously.6 

Other salts also promote the conversion of CO, as well as produces a water-insoluble 
material having increased THF solubilities, as shown in Table 2. The THF solubilities 
of the water-insoluble materials from the sodium carbonate, bicarbonate and chloride 
promoted reactions were similar in magnitude to the amount of THF soluble material 
obtained when using NaOH. Ammonium nitrate, however, gave a material that was 
only 10% soluble. It is not entirely clear why NH,NO, should give a lower THF 
solubility, even though it decomposes above 200 O C  (m.p. 172°C). The hydrothermal 
reaction with CO should still result in a sizable improvement in the THF solubility of the 
water-insoluble product. 

At high CO pressures, the total amount of coal derived material that is soluble in THF 
is equal to the THF solubility of the water-insoluble product. In the absence of CO or 
at low CO pressures, however, the total amount of THF soluble material derived from 
the coal includes humic acids and ether soluble material. A plot of total THF solubles 
versus the amount of converted CO from both current, as well as previously reported 
results, is shown in Figure 1. In these runs, Wyodak coal was treated at different 
temperatures, at different CO pressures, with different amount of water, and with 
different salts at different salt concentrations. The plot indicates a strong correlation 
exists between these variables. 

A plot of THF solubility versus H, consumption also shows a strong correlation with an 
apparent intercept that approaches the origin (Figure 2). This parallel between THF 
solubility and H, consumption and the close approach of the H, intercept to  the origin 
indicates that addition of hydrogen during treatment of the coal must be highly efficient. 

Conclusions. The presence of sodium hydroxide, carbonate, bicarbonate and chloride 
salts promotes the conversion of C.0 at temperatures between 250 and 350 'C. Coal 
also promotes CO conversion but to a lesser extent than the sodium salts. The addition 
of Wyodak coal to  these systems results in a water-insoluble material that is 
significantly more soluble in THF. Correlations were found between both the level of CO 
conversion and H, consumption and the THF solubility of the water-insoluble product. 
The close approach of both of these correlations to  the origin is an indication of the high 
H, utilization efficiency of this treatment reaction. 
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I 

Reaction Time, min 

COX recovery, mol% 

CO Conv, mol% 

CO Converted, mmolIg maf coal 

Missing H,, % theoretical 

WIbProduct, wt% maf coal 

H, Consumption, wt% maf coal 

Solubility of Wi in THF. wt% 

\ 

30 60 90 

98 ' 100 100 

12 20 23 

2.4 4.0 4.0 

70 86 84 

0.33 0.63 0.68 

91 92 87 

20 28 26 

I 

~~ 

Table 2. Effect of Promoter Salt on Treatment of Wyodak Coal' 

a. 300 "C, 800 psig CO cold (approx. 20 mmollg maf coal), 3 g waterlg maf coal. 
b. WI = water insoluble product 
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NH4N03 800 300 

a. Water added at 3 glg maf coal. 
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Introduction 

The i*npetus for the replacement of petroleum-derived 
diesel fuels ,whether wholly or partially,arises from the need to 
conserve a non-renewable energy resource and because of the 
significant pollutants generated by their combustion.However the 
use of bio-mass derived fuels may also offer strategic and 
economic advantages. 

The majority of the world's energy resources occur in nature 
as solids e.g coal and various biomass and waste rnaterials.Bio- 
fuels such as wood ,charcoal and agricultural residues are a major 
source 01 energy in many of the developing countries providing as 
much as 14% of the current world energy requirements.This is 
eqivalent to some 25 million barrels of oil a day,the same as 
OPEC's current production(*).Worldwide there is substantial land 
potentially available for growing energy crops. 

'l'he possibilities lor diesel fuel replacement are; 
i Complete replacement by a witable vegetable oil e.g. rape 

seed oil ( 2 )  , soya bean oil (31, esterified sugar beet 
exract (4).Some research is also in progress into the 
use of elephant grass oil (bliscanthus)(s). 

ii Partial replacement by blending diesel with 
vegetable oils in varying proportions up to 20% by 
weight(6). 

iii Partial replacement by blending with an aqueous 
suspension of a non-renewable fossil fuel e.g.coal(7). 

iv CompleLe replacement by a slurry of coal in vegetable 
oil. 

v Complete replacement by a 100% bio-renewable 
ultracarbofluid. This could comprise some formulation 
of water, charcoal , and a vegetable derived oil. 

The research surnmarised here is concerned with the  last 
alternative. 

Biomass-Derived Ultracarbofluids 

or 

Typically biomass derived ullracarbof]uids consist of 
charcoal 45%-54%,oil-blend 16%-29%, water 30%-3 j%,  surfactant 
1% PIUS corrosion inhibitors etc in trace amounts. 

The solid constituent is of necessity rinely-divided and in 
practice IWedS 1 0  be ground to < 20pm particles in order to 
minimise erosion in the fuel system i.e transfer lines and 
injectors.ClearIy low ash charcoal is preferable for optimum 
energy efficiency but also mainly to keep residue build-up in the 
engine 10 a minimum.The higher the proportion of charcoal in 
blend the greater the gross energy output. 
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The possible replacement of the fuel oil fraction ,typically 
15% to 30%,by a bio-renewable vegetable oil is of considerable 
interest.Severa1 commercially available oils have been tested as 
fuel components.lhing ordinary vegetable oils as fuel usually 
results in problems with severe engine deposits,ring sticking 
,accumulation of deposits on  injector nozzles and lubricant 
contamination ..For this reason vegetable oils for use as fuel or 
fuel component have to be modified by trans-esterification. 
Rapeseed methyl ester shows great potential for use as fuel or  as 
a fuel component for diesel engines. 

The ultimate test for any fuel is to determine how well it 
burns over long periods of time, and the impact of its use on the 
combustion system and auxilliary equipment.However any blend 
can, of course, be characterised by conventional property 
measurements Le viscosity,cctane number,grossheat combustion , 
cloud point, flash point, density, particle size and ash content. 

Ucf PeCormance 

Coal-water slurries have been studied extensively as 
fuels.lnitial results confirmed that  the main problems 
encountered when using coal-water slurries are,with fuel injection 
system operability, wear and poor combustion efficiency of the 
coal particles. 

However, improvements have been recently been reported 
in reduced wear of injection components,by the addition of 
lubricant (8). 

Uio-ul tracarbofluids 

Initial research on bio-ultracarborluids utilised a 4-stroke 
single cylinder,indirect injection diesel engine with speed range of 
650-800 rpm . The optimum perfomance has been achieved using 
coal 40%,water 30%, fuel oil 29%, additive 1%. The operating 
variables were; 

-coal particle mean diameter : 

-injection timing : 

-injection pressure : 12.5 MPa 

-intake air temperature : 

-intake air pressure : 0.22MPa 

Specimen results in comparison with Esso diesel 2000 fuel oil are 
given in Fig 1. 

8 pm 

42 degrees BTDC 

313 K 
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Figure 1: Energy consumption as a function of delivery power 

'rhe present research utilises a 4-stroke, 2 cylinder 600cc 
Lis cc r- I)e t t e r d i ese I en g i n e .A I I e en  a n  I: ro u d e 11 y d r au I ic 
dynaniotneter is connected to the engine, as are auxilliary data 
collection apparatus as shown diagrammatically in Fig. 2. 

'rhe 1 uel lorn~ulation under iiivestigalion are based upon 
rape seed oil , peanut oil or sugar beet extract oil. Three dilferent 
types o l  charcoal are under test. Also three dillerent surfactants 
have been evaluaied.In each case perforniance is compared with 
that ol standard Esso diesel 2000. 
The data obtained are: 

engine torque exhaust teinpcrature 
fuel consumption oil temperature 
air consumption coolant teniperature 
speed air Lemperature 

Exhaust emissions are continuously monitored for levels of c02,cO 
and 1 IC's levels. 

Figure 2: Engine Tesl Rig 



Economic$ 

'I'he Luropean Community's interest in bio-luel arises in part 
rronl the Conlmon Agriculture Policy (CAP).Farming a t  the present 
represents nearly 5% of the aggregrate Gross National Product of 
the EC nieinber states and involves 9% o l  the worklorce .Bio-mass 
crop production can contribute to this industrial activity and 
hence make a socio-economic contribution to rural development 
.Growing bio-mass will also avoid desertilication of countryside. 
One toniie o l  crushed rapeseed produces about 320 kilograms of 
oil,and charcoal is readily available commercial1y.Additives are 
more expensive but are used only as l%.It has been calculated 
that bio-ultracarbolluids will cost 21p per litre as compared to 
1217 for diesel , 011 the assutiiption that the rapeseed oil was grown 
011 I:on-subsidised land .Ilence preliniinary estimates suggest that, 
with subsidies and economies of scale, the price of bio-ultra 
carbolluid could be comparable to diesel. 

Conclusions 

Ilesults to date suggest that bio-ultrcarbolluids can be used 
in diesel engines without modilications. However the long term 
ell'ects of corrosion, erosion and particle size on fuel handling 
systems require more detailed research using ASTM and EC test 
standards. 'I'he long term storage ol  the lormulated luels needs to 
be researched LO see i l  this has any adverse effects such as 
oxidation of the oil components or settling of charcoal. 

'Ihe EC is currently very keen to encourage the growing of 
energy crops since it will result in a reduction in the greenhouse 
gases, particularly C 0 2  ,and reduce dependence on fuel imports. It 
-would also encourage farmers to grow crops o n  set aside 
scheme.1-lence there are good prospects lor limited use of bio- 
Lt1tracarbofluids.TIiis would be greatly increased by direct o r  
indirect state subsidies (9). 
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ABSTRACT 

The conversion of cellulose (Solkaflock) with different aqueous feed ratio with 35 bar reducing 
gases (H, and CO) were studied in a batch autoclave system at 350% in presence of 5% WAI,O, 
catalyst. Under these coflditions, the conversion showed a general increase with increasing 
solvent/feed ratio, but more significantly when CO was used as the reducing gas. This is perhaps 
due to the better contact between the feed and catalyst as well as greater amount of solvent space. 
Decomposition of cellulose yielded mainly oil of relatively low oxygen content and high heating 
value. Increasing S/F ratio were produced lower amounts of oil and char but increasing the 
higher yields of water-soluble fractions. This is probably due to the higher liquefaction of 
gaseous products. Moreover, the oil were obtained from 1O:l (S/F ratio with H2 gas) was 
contained 20.0% lights in comparison with 6.1 (S/F ratio with Hz gas) contained 56.0% lights 
which is due to higher methanation reactions in 1O:l S/F ratio. 

INTRODUCTION: 

The effect of water to wood ratio has been found to be an important parameter during 
liquefaction with N4CQ and CO ( I ) .  In run 1 ,  2, 3, and 4, the effect of solvent /feed ratio, on 
the liquefaction of cellulose was studied using 5% Pt/AI,O, catalyst in presence of CO and HZ 
as reducing gases with water into fuels. 

EXPERIMENTAL PROCEDURE: 

These experimental works were conducted with 1-liter rocker stainless steel autoclave reactor, 
cellulose, catalyst and water were charged to it. Hydrogen or Carbon monoxide was added to 
the desired pressure (35 bar) and the autoclave was then brought to operating temperature at 
350'~. and reaction time was 2 hours. After cooling the autoclave, the product gas was collected 
in a gas measurement system and were analyzed by GC. The aqueous phase was separated by 
decantation and the remaining oil and solids were removed by'adding acetone, then were refluxed 
for 6 hours. Then filter it with filter paper by water vacuum. The residue is char and catalyst, 
was dried in an oven at 110% for overnight. The filtrate was oil and acetone. The oil was 
recovered from acetone by rotaevaporation. These oil were further separated into lights, waxes 
by using solvent- heptane and then separated into asphaltene, resins,by using toluene. The feed, 
char, and oils were analyzed by elemental analyser. 

RESULTS AND DISCUSSIONS: 

The reaction inputs, operating parameters and products distribution were shown in Table 1; and 
depicted graphically in Figure 1. 

, 

From the Table 3, the elemental analysis, it is Seen that an increase in the H/C atomic ratio and 
a decrease in O/C atomic ratio as S/F changed from 6: 1 to 10: 1 in oils of runs 1 and 2 which 
indicate that increasing S/F ratio did not really promote the quality of oils. 

The oil obtained from run 1 contained 56.0% light volatile whereas run 2 contained 20.0 %. 
Also, both Asphaltenes and resins of run 2 were greater in yields than those of run I which is 
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due to higher methanation (CO + HZ -----> CH,) reactions in run 2, that is more hydrogen 
consumed to form CH, not to hydrogenation with heavier fractions like Asphaltenes and resins. 

However, in runs 3 and 4; both of which involved the use of CO as reducing gas. More lights 
59.0% and smaller amounts of resins 17.2% and asphaltenes ( I  1.5%) were produced relative to 
those of run 3; which probably the water-gas shift reaction was greater because of the greater 
volume of water present. 

CO + H,O --------> CO, + H, 
Therefore, the hydrogen is produced in situ which could have gained access to the sites and 
substrate molecules faster than the hydrogen present in the gaseous phase. 

The calorific value of oil in run 1 is 7.840 Kcal/g (S/F ratio, 6: I )  which is higher than that in 
run 2, 7.730 Kcal/g (S/F ratio, 10: 1) when hydrogen is used as reducing gas. On the other hand, 
when CO is used as reducing gas, the calorific value of oil in run 4, (S/F ratio IO:]) is 8.530 
Kcallg is higher than that in run 3, (S/F ratio 6: I ) ,  7.620 Kcallg which is not likely as before. 
In both the cases, the increase in calorific value was probably due to higher yields of lighter 
materials in the oils and not to changes in S/F ratio. 

The IR spctra and GC analysis of product gases in figure 3 and product gas distribution in table 
5 is seen that run 3 and 4 were produced higher yields of C Q  than run 1 & 2 because of 
predominance of the water-gas shift reaction in the CO atmosphere. 

Run 2 produces higher yields of hydrocarbon gases which may probably the activity of the 
catalyst in hydrogen atmosphere. 

In run 4, was produced low yield of hydrogen 3.14%, in comparison with run 3, 15.22%, may 
probably the reactivity of hydrogen produced in situ. If hydrogen was used up as postulated, then 
lower yields were expected. 

The solvent water is a necessary component of the mixture undergoing the oil forming reacbon. 
The source of water are as follows: 

(a) 

@) 

First, most substrates contain large amounts of moisture. 

Second, since most organic wastes are highly oxygenated, water is formed merely by 
heating them to reaction temperature; so it is a reaction product. 

Third, added to the reaction mixture as a solvent. (c) 

Moreover, Water acts as a solvent, vehicle and reactant. Solvation can occur between the 
hydroxyl groups of the substrate and water. It is an excellent medium for intermediate hydrolysis 
of cellulose and other high molecular-weight carbohydrates to water soluble sugars. The primary 
reactions in the conversion to oil likely involve formation of low molecular-weight, water soluble 
compounds such as glucose or pyruvic acid. 

Water is a mechanical vehicle for facilitating mixing of reactants and preventing condensations 
to char by diluting the intermediates. Water acts as a reactant. The hydrogen added to the 
substrate comes from water, which consumes carbon monoxide by reacting with it to form 
carbon-di-oxide and hydrogen (Water gas shift reaction). 

CONCLUSION: 

1) Lower S/F ratio resulted in greater yields of gaseous products, oil and chars. Higher S/F 
ratio resulted in greater yields of water solubles and water. 

O/C atomic ratio decreased with increase in S/F ratio. 

Changes in S/F ratio had no duect effect on the calorific values of the oils. 

2) 

3) 

'Y I 
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9i TOTbl RECEIVED 180.17 1 91.15 I 8 E a  9527 

Under CO atmosphere, when the S/F ratio was 6: 1, the product of gases were contained 
a higher percentage of H, (15.22%) than SIF ratio 1O:l (3.14%). 

The high partial pressure of steam raises the operating pressure to levels where capital 
costs would be high. 

The heat required to bring water to the operating temperature and pressure adds 
considerably to the operating costs and 

The separation of the oil and water phases during the product recovery step is sometimes 
encumbered by emulsions. 

In case of tetralin, it can participate with the reaction at low temperature as Well as low 
partial pressure raised; although water is more cheaper than tetralin. 
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Table no. 3. Elemental Analysis 

R u l  1 
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Table no. 4.Product oil composition 

I 
I Product oil cornDosition Elemental analysis 
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Introduction 

There has been an ongoing debate in the literature concerning the “true”global kinetics of cellulose 
pyrolysis. The global kinetics are of interest in modeling cellulose decomposition in many 
applications in which trying to represent the full complexity of the cellulose degradation process 
makes no sense. Roberts noted that the activation energy data on the pyrolysis of wood and related 
materials tended to cluster around two values, one at about 235 kJ/mol, and the other 125 kJ/mol 
[I]. Various reasons were advanced, including the possible role of catalysis and sample-size 
related issues. Lipska and coworkers reported values for cellulose near 176 kJ/mol [2, 31, while 
Shafizadeh reported 113 kJ/mol[4], although they concluded elsewhere [5] that the process can be 
divided into an initiation step (243 kJ/mol) followed by competitive pathways to volatiles (198 
kJ/mol) and char (153 kJ/mol). Broido and Weinstein obtained 230 kJ/mol and an a pre- 
exponential of 5.25~1017 s-] , using a TGA technique [6]. Meanwhile Lewellen et al. obtained a 
much lower activation energy of 140 kJ/mol, and a pre-exponential of 6.79 xi09 s-1 using a much 
higher heating rate [7]. Rogers and Ohlemiller obtained a similar value of activation energy, 163 
kJ/mol, but at low heating rates, in a TGA [8]. Recently, Varhegyi et al. [9] obtained 234 kJ/mol 
and a pre-exponential of 3.9~1017 s-1 , also in a TGA system at low heating rates (10 Wrnin). 

Thus there is not particularly good agreement as to the global kinetics of the process. The kinetics 
often appeared to depend upon the heating rate employed in the experiments used to deduce them. 
For our purposes, involving fire modeling, we were in a range of heating rates between those 
studied by many workers and we felt it necessary to establish more clearly what the applicable 
kinetics were. In addition to the question about Arrhenius parameters, there is also uncertainty 
concerning the order of reaction. While there is often a tendency to model the decomposition using 
first order decompositional kinetics, some careful studies clearly suggest fractional order kinetics 
are more appropriate. In this paper, we explore this subject using thermogravimetric analysis 
(TGA). We have also employed differential scanning calorimeay (DSC) to study the problem, and 
these results will be presented elsewhere. 

Experimental 

This work was carried out as part of a larger experimental program, concerned with the behavior 
of cellulosic materials under simulated fire conditions. Other results from this work have been 
reported previously[lO]. The interest in the behavior of bulk solids under fire conditions dictated 
the general range of heating rates to be below 100 Wmin, but we extended this to 1000 Wmin for 
some expenments. 

The pyrolysis behavior of purified cellulose in one case was studied in a standard TGA (DuPont 
Instruments Model 951). All TGA experiments were conducted in an inert gas environment 
(nitrogen). Temperature calibration of the TGA was of particular concern, since in this device the 
thermocouple was not in direct contact with the sample. The temperatures reported by the 
“standard” instrument thermocouple were observed to be significantly in error (over 20 K) 
depending upon how the experiments were performed (i.e., depending upon heating rate and 
amount of sample, gaseous environment). To obtain correct temperatures, an experimental protocol 
was adopted in which two identical experiments were performed, one in which a fine thermocouple 
was actually embedded in the sample powder. Using this procedure, we obtained much more 
satisfactory results, in terms of agreement with other careful work reported in the literature, as well 
as with our own DSC kinetics. 

The cellulose used for all TGA work was a Whatman CF-I1 fibrous cellulose powder that was 
used as-received. This cellulose is prepared from high purity cotton of 99% alpha cellulose 
content. The ash content is 0.009% by mass. The molecular weight of this material is in the range 
36,000 to 45,000 daltons. The diameter of the fibres was 10 to 30 pm. 

For some experiments, a heated wire mesh reactor was used, in order to achieve higher heating 
rates than are available from the TGA.This reactor consists of a thin wire gauze which is stretched 
between electrodes that provide current for resistively heating the gauze. The sample is held 
between two layers of gauze, and is uniformly heated. The apparatus is described in more detail 
elsewhere [ l  11 .The samples used in this work consisted of either the same powders as used in the 
TGA work, or acid-washed filter paper (Munktell’s OWS2-80-200). with an ash content of 
0.007%. The paper had a thickness of 168f8 pm, and was cut into rectangles approximately 1 x 

*Present address: Advanced Fuel Research, Inc., East Hartford, Ct. 

860 



I 

/ 

2cm. Since the powder and paper gave virtually identical results but had much different 
characteristic dimensions, this suggested that in-sample transport limitations were not important in 
this work, even at high heating rates. This will be further discussed below. 

Results and Discussion 

Figure 1 shows the results of experiments performed at high heating rates in the heated wire mesh 
reactor. Each datum represents the char residue yield (and thus one minus the total volatiles yield) 
from an isothermal experiment in which the sample is heated at the indicated rate to the abscissa 
temperature, and then allowed to cool at a rate of between 200 to 400 Ws, Mass loss during 
cooling is generally quite small compared to that during heating. The highest of the heating rates in 
Fig. 1 would be closer to the conditions that obtain in pulverized biomass combustion or pyrolysis, 
though still quite a bit lower. Nevertheless, there is good agreement with similar experiments 
performed at even higher heating rates [7,12]. The curves were calculated , assuming a typical 
moisture level of about 670, from the parameters of (71, which were shown to apply to heating 
rates of 400 to 10,000 Ws.Thus the range for these global parameters is seen to now extend from 
about 1.7 Ws (100 Wmin) to 10,000 Ws. As we have previously reported [131, there is. 
however, difficulty in applying these kinetic parameters at 5 Wmin, as Fig. 1 also clearly shows. 
There is a significant underprediction of volatiles release rates observed at these heating rates. 

Cellulose decomposition data from many other low heating rate studies also cannot be fit by the 
high heating rate parameters. Generally, activation energies of over 200 kJ/mol have been required, 
as noted above. Since we were interested in fire safety applications that put us in between the high 
and low heating rate ranges, we canied out an examination of the kinetics in this zone. This work 
could be canied out using TGA techniques. Two different types of experiments were performed. 
One type employed the ordinary constant temperature ramping techniques common in TGA work, 
and the,other involved experiments in which the temperature was ramped at a fixed rate up to a 
particular temperature, and then the sample was held isothermally. Typical results of the latter 
(“isothermal”) experiments are seen in Figure 2. The data of Fig. 2 could be analyzed to obtain 
kinetic parameters for a particular constant level of conversion. This is important in a case in which 
the kinetics change with conversion. The Arrhenius expression for a general n-th order reaction is: 

(3) 
Mo- Mf = - ( 3 r  A exp (- &) 

Mo-Mr (1) dt 
where M is the mass of cellulose or char at any time, the subscripts 0 and f denote initial and fmal, 
A is the Arrhenius pre-exponential, Ea the activation energy, R the gas constant, T temperature and 
t time. By taking the natural logarithm of (1). and then taking the derivative with respect to 
reciprocal temperature, the activation energy is calculable independently of any assumptions of 
order, if the calculations are performed at constant conversion. There is an issue of what to use for 
Mf in this case, since char yield can be a function of experimental conditions. Io our TGA work, 
the value did not vary particularly much from 10%. and in testing our parameters for sensitivity to 
the assumed value, the variation proved unimportant. 

Results obtained from the above calculations, using isothermal data of the type in Fig.2, are shown 
in Table 1. It is observed that the values obtained at these low heating rates (1 Wmin) are different 
from those from high heating rate experiments, and that they do not depend upon conversion. The 
values cluster near many others reported in the literature for slow-heating experiments. The pre- 
exponential factors, A, may also be calculated if a reaction order of unity is assumed, and are also 
shown in Table 1. The values are too high to represent unimolecular decompositions, as has been 
noted by others as well. Clearly the decomposition process does not involve rate control by a 
single step, in this range of conditions. Also, for comparison, a “typical” pair of kinetic parameters 
derived by this approach are used to try to fit the data of Figure 1. While a fair fit may be claimed at 
5 Wmin and 100 Wmin, a very poor fit is obtained to the 1000 Wmin data. Clearly such 
parameters are not appropriate for high heating rate modeling. 

Figure 3 shows the values of activation energy obtained from the type of experiments as shown in 
Fig.2, but involving heating at a rate of 60 Wmin. Several features were very different from those 
observed at lower heating rates. First, the attempts at fitting the data with a single activation energy 
failed. Rather, it was found that there were two different activation energy regimes. It was decided 
on the basis of observed behavior to divide the results into two regimes, one above 600 K and the 
other below. The regime below 600 K was seen to be characterized by an activation energy (and 
associated pseudo-first-order pre-exponencal) that was quite similar to those obtained in the slow 
heating experiments, and shown in Table 1. The higher temperature regime was found to be 
characterized by a non-constant activation energy, but the values of apparent activation energy 
seemed to bracket those of the high heating rate experiments. It should be recalled that since the 
method of fitting the data attempts to avoid questions of reaction order change, an apparent 
temperature dependence of mechanism is the most plausible reason for the shift. 

It may be noted from Fig. 2 that the major pan of the decomposition is completed below about 600 
K in all cases. This lends support to the idea that there is a shift in mechanism that takes place 
above that temperature, since Fig. 2 gave no evidence of two distinct kinetic steps. The higher the 
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heating rate, the more quickly the transition temperature of 600 K is exceeded and the more the 
higher temperature mechanism would show itself. As heating rates become so high as to force 
most conversion to occur in the high temperature regime, the kinetics again begin to look more 
simple. Unfortunately, it has been historically the heating rate regime between 1 and 10 Wmin that 
has been the most explored, and this has put investigators squarely between the high and low 
temperature regimes in many experiments, We believe that this has led to many apparently 
contradictory results being reported. 

The more traditional heating-ramp experiments also supported the two-regime proposal. Typical 
data are shown in Figure 4. These data were obtained from different non-isothermal TGA results, 
by determining the actual mass loss rates at different heating rates for a constant value of 
conversion (60% in Figure 4). These mass loss rates are the tangents to the mass loss curve at any 
time. It is clear from Figure 4, there is a point that fits neither curve cleanly, at around 600 K. 
From the data obtained at low heating rate conditions (0.1 and 1 K/min), the activation energy is 
calculated to be between 205 and 252 kJ/mol, varying randomly with conversion. For the data 
obtained at high heating rates (15 and 60 Wmin), the activation energy varies between 137 and 180 
kJ/mol. Depending upon how the point near 600 K in Fig. 4 is "counted', considerably higher 
values of apparent activation energy could be obtained. 

Some analyses have been performed to address the question of reaction order. Letting 
Cp = [(M-Mf)/(MO-Mf)] , then generdly speaking for any arbitrary n-th order reaction at constant 

temperature: 

Integrating yields different expressions for different values of n: 
dQ/dt = - [A exp (-Ea/RT)]Cpn = - k Cpn (2) 

Q = - k o t + c g  (3) 
In (9) = - kl t  + C1 (4) 
l/Q = k2t + C2 (5) 

where the subscripts on the constants indicate the orders assumed. The results of the isothermal 
experiments were examined for order, using these expressions. For convenience, a function 
f(M/Mg) is defined such that: 

where F represents the values of the left hand sides of (3). (4) and (5). The order may be 
determined from the data by examining which assumed order gives the best approximate fit to 
linear, per (3), (4) or (5). Figure 5 shows a typical result, for an experiment at 584 K, following 
heatup at 1 Wmin. Clearly first order is the best approximation to the data after an initial period of 
zero order. This result obtained in most low temperature (< 600 K) cases, and is consistent with 
earlier results in the literature [2,141. The results of the experiments at higher temperatures did not 
give as clearcut results, and appeared to imply second order reaction might be involved, perhaps 
consistent with another report of near second order behavior [15]. Clearly this topic warrants 
further study. 

Finally, we consider the question of transport effects as possibly responsible for the apparent shift 
in kinetic parameters. We believe this to be unlikely for several reasons. First, considering the 
analysis by Hajaligol et al. [ 161, it appears that despite of the endothermic nature of the pyrolysis 
reactions involved, the particles examined here are too small to be subject to a heat transfer 
limitation. Further, it is difficult to rationalize why use of a single heating rate could result in the 
behavior seen in Fig. 3, if a heat transfer limitation were involved. Thus it seems quite unlikely that 
a heat transport limitation is the cause of the observed variation in kinetic parameters. 

Conclusions 

It appears as  though the confusing state of the literature on global kinetics of cellulose pyrolysis 
has as its cause a previously unrecognized shift in mechanism near 600 K. Depending upon the 
heating rate used to examine the kinetics, different values can easily emerge. We believe that the 
low temperature regime is characterized by an activation energy around 224 kJ/mol and an order 
that seems to go from zero, early in the process, towards first. The high temperature regime is 
characterized by neither constant activation energy nor order, and the apparent activation energy is 
centered near 140 kJ/mol. Together with an assumption of first order, a value of activation energy 
around 140 kl/mol is clearly the most reasonable for applications involving pulverized combustion 
01 pyrolysis of small cellulose particles. For fire modeling applications, both kinetic regimes may 
be of interest. 

f(M/Mo) = (F-Fmin)@max-Fmin) (6) 
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Table 1. Kinetic Parameters for Cellulose Decomposition from Isothermal 
Experiments with 1 Wmin Heating 
- E,[ !d/molJ 

80 225 4.82 x 10l6 

Remaining Mass (%) 

70 215 5.77 x 1015 
60 224 5.39 x 1016 
50 215 8.80 1015 
40 212 5.59 x 1015 
30 214 1.15 x 10l6 
20 225 4.69 x 10l6 

1 
5 0 0  5 5 0  6 0 0  6 5 0  7 0 0  7 5 0  8 0 0  

TMPERATURE [K] 

Figure 1. Comparison of char yield data obtained at indicated heating rates with model 

predictions. Broken lines are for kinetic pararneters.from [7], A= 6.79 x IO9 
Solid lines are for A = 4.12 x 10l6 

Ea = 140 Id/mol. 
and Ea = 224 kJ/mol. 

0 '  I 
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Time [min] 

Figure 2. Typical isothermal experiment results. for 1 Wmin heating to final temperature. 
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Figure 3. Activation energies obtained as a function of conversion in isothermal experiments 
involving heating at 60 Wmin to final temperature. The open points are. for results obtained for 
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Figure 5. Test of different reaction orders on TGA data obtained in an isothermal experiment at 
584 K. 
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